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H4103 SERVICE
3.5 tonne four post electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Ideal for general workshop and fast fit
Platform length 4180mm
170mm low profile platform
Anti tilt system
Overload safety valve
Descent control valve
Pipe burst safety valve 24 V, low-tension
dead man controls

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 3500kg
Height of platform lowered/raised

170/1750mm
Width between columns 2460mm
Overall width 2820mm
Width across platforms 1870/2030mm
Width of each platform 500mm
Overall platform length 4180mm
Overall height 2230mm
Approach ramp 900mm
Lifting full load (3ph 2.2kW) 50 sec
Lowering full load (3ph 2.2kW) 45 sec 

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 15A

Motor 2.2kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4103MOT
3.5 tonne four post class 4 MOT electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
complete with recessed radius plates
Platform length 4180mm
190mm low profile platform
Anti tilt system
Overload safety valve
Descent control valve
Pipe burst safety valve 24 V, low-tension
dead man controls

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 3500kg
Height lowered/raised 190/1750mm 
Width between columns 2460mm
Overall width 2920mm
Width across platforms 1870/2030mm
Width of each platform 540mm
Overall platform length 4180mm
Overall height 2230mm
Length of each approach ramp 900mm
Lifting full load (3ph 2.2kW) 50 sec
Lowering full load (3ph 2.2kW) 45 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 15A
Motor 2.2kW direct on-line start

Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4103MOTSR
Shallow recess 4 tonne four post class 4 MOT electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
complete with recessed radius plates
Platform length 4295mm
130mm low profile platform
Anti tilt system
Overload safety valve
Descent control valve
Pipe burst safety valve 24 V, low-tension
dead man controls

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 130/1820mm 
Width between columns 2370mm
Overall width 2730/2815mm
Width across platforms 1930mm
Width of each platform 565mm
Overall platform length 4295mm
Overall height 2340mm
Length approach ramp 900mmSR

405mmFF
Lifting full load (3ph 2.2kW) 50 sec
Lowering full load (3ph 2.2kW) 45 sec 

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 15A

Motor 2.2kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction

H4103ATL
4 tonne four post class 4 ATL electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
complete with recessed radius plates &
hydraulic shaker plates
Platform length 4295mm
130mm low profile platform
Anti tilt system
Overload safety valve
Descent control valve
Pipe burst safety valve 24 V, low-tension
dead man controls

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 130/1820mm 
Width between columns 2370mm
Overall width 2730/2815mm
Width across platforms 1930mm
Width of each platform 565mm
Overall platform length 4295mm
Overall height 2340mm
Length of approach ramp 900mmSR

405mmFF
Lifting full load (3ph 2.2kW) 50 sec
Lowering full load (3ph 2.2kW) 45 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 15A

Motor 2.2kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4403 SERVICE
4 tonne four post electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Ideal for general workshop and fast fit
Platform length 4780mm
170mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 170/1800mm 
Width between columns 3000mm
Overall width 3304mm
Width across platforms 1852/2324mm
Width of each platform 500mm
Overall platform length 4780mm
Overall height 2235mm
Length of approach ramp 913mmSM

554FF
Lifting on full load (3ph 3kW) 22 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A

Motor 3kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4403ATL
4 tonne four post ATL electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Complete with recessed radius plates
and air operated shaker plates
Platform length 4780mm
195mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 195/1800mm 
Width between columns 2600mm
Overall width 3030mm
Width across platforms 2081mm
Width of each platform 633mm
Overall platform length 4780mm
Overall height 2235mm
Length of approach ramp 913mmSM

554FF
Lifting time on full load (3ph 3kW)22 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A

Motor 3kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4443
4 tonne four post wheel free electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Ideal general workshop use for 4x4 and
standard vans
Platform length 4280mm
170mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 170/1800mm 
Width between columns 2601mm
Overall width 3023mm
Width across platforms 2115mm
Width of each platform 550mm
Overall platform length 4280mm
Overall height 2235mm
Length of each approach ramp
913mmSM (split ramp) 554FF
Lifting on full load (3ph 3kW) 22 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A

Motor 3kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase

Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction

H4543
5 tonne four post wheel free electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
complete with recessed radius plates &
air operated shaker plates
Platform length 4780mm
195mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 195/1800mm 
Width between columns 2600mm
Overall width 3030mm
Width across platforms 2081mm
Width of each platform 633mm
Overall platform length 4780mm
Overall height 2235mm
Length of approach ramp 913mmSM

554FF
Lifting on full load (3ph 3kW) 22 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A

Motor 3kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase

Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4503 SERVICE
5 tonne four post electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Ideal for general workshop and fast fit
Platform length 5200mm
190mm low profile platform
Anti tilt system
Overload safety valve
Descent control valve
Pipe burst safety valve 24 V, low-tension
dead man controls

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 5000kg
Height lowered/raised 190/1830mm 
Width between columns 2970mm
Overall width 3310mm
Width across platforms 2140/2220mm
Width of each platform 680mm
Overall platform length 5200mm
Overall height 2330mm
Length of each approach ramp1200mm
Lifting full load (3ph 2.2kW) 50 sec
Lowering full load (3ph 2.2kW) 45 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 15A

Motor 2.2kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction

H4503 SERVICE Plan Drawing H4503MOT Plan Drawing
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H4503MOT
4 tonne four post electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Complete with recessed radius plates
Platform length 5000mm
195mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 195/1800mm 
Width between columns 3000mm
Overall width 3304mm
Width across platforms 2100mm
Width of each platform 630mm
Overall platform length 5000mm
Overall height 2235mm
Length of approach ramp 913mmSM

554FF
Lifting on full load (3ph 3kW) 22 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A
Motor 2.2kW direct on-line start

Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction
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H4503ATL
4 tonne four post electro-hydraulic lift

Features
Low maintenance costs
Safe and reliable hydraulic operation
Complete with recessed radius plates
and air operated shaker plates
Platform length 5200mm
195mm low profile platform
Anti tilt system
Emergency stop valve
Automatic air-operated parking system
Eccentric brake system

Accessories
Lighting Kit (P40LK)
Extended Ramp Kit for low ground
clearance vehicles (P41ER)
Drive through version

Technical data
Lifting Capacity 4000kg
Height lowered/raised 195/1800mm 
Width between columns 3000mm
Overall width 3430mm
Width across platforms 2101mm
Width of each platform 633mm
Overall platform length 5450mm
Overall height 2235mm
Length of approach ramp 913mmSM

554FF
Lifting full load (3ph 3kW) 20 sec
Lowering full load (3ph 2.2kW) 45 sec

3 phase
Voltage400V, 50Hz, 3 phase and neutral
Cable Four wire plus earth
Current Fused at 20A

Motor 3kW direct on-line start
Cable size 2.5mm2

Single phase
Voltage 230V, 50Hz, 1 phase
Cable Two wire plus earth
Current Fused at 30A
Motor 1.1kW direct on-line start
Cable size 2.5mm2

Concrete
35N/mm2 strength single continuous
130mm minimum thickness
Withstand 3.0 tonne static load
Withstand 2.5 tonne shock load
Level over base must not exceed 1 in
400 in any direction

JACKING BEAM
Details required - Gif sent not legible

Jacking beam models
BJB15RDE
BJB15ADE
BJB15RDEATL
BJB28RDE
BJB28ADE
BJB28RDEATL
BJB40RDE

Photograph for reference only - Do not scale line drawings - Specifications may change without notice
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Bradbury Equipment
153-165 Bridge Street Northampton NN1 1QG
T +44(0) 1604 828 648
F +44(0) 1604 609 684
E sales@bradburyequipment.co.uk

Registered office 153-165 Bridge Street Northampton NN1 1QG
Registered in England 4666699

Other products in Bradbury’s quality range

Two post lifts
Four post lifts
Scissor lifts
Commercial vehicle lifts
VI approved MOT equipment
Roller brake testers for both car and commercial vehicles
Jacking beams

Sales desk
Details of all requirements for a simple and fast installation
are available via our sales desk
+44(0) 1604 828 648

Frequently asked questions
Equipment will be installed provided the floor meets the
required standard (see detailed site plan) or contact the
sales desk.
That a suitable electrical supply is provided to the
specification detailed (see detailed site plan) or contact the
sales desk.
In most cases only one engineer will be installing the
equipment suitable labour or lifting equipment should be
provided.

Any comment as to the suitability of the floor or position of
the product given by any of Bradbury Equipment employee
is given as advice only. It is the responsibility of the user of
the equipment to confirm the site meets the individual site
specification detailed within the site plan.
Four and five tonne lifts have high columns that require a
fork lift for safely completing the installation. A fork truck
can be provided at an extra cost if not available on site.

Installation
Bradbury with it’s partner MSI install many thousands of lifts
a year most of which are installed quickly and efficiently, we
make every effort to ensure that customers/users are fully
aware 
of the specific requirements to ensure this happens.
If you have any queries please contact our help desk
+44(0) 1604 828 648

Supply and installations notes




